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Class |l B2 Biosafety cabinets feature downflow air drawn from within the laboratory.

No down flow air is drawn from the cabinet exhaust air. All downflow and inflow air is exhausted
through a HEPA a filter without recirculation within the cabinet. All contaminated ducts and
plenums are maintained at negative pressure. The type B2 Biosafety cabinet may be used for work
with volatile toxic chemicals and radio nuclides as required as adjuncts to microbiological studies.

Technical Parameters:

Bleosaely Cabinat |, «

Model BSC-94 BSC-110 BSC-135 BSC-160
Internal Size (W*D*H) | 940*600*660mm 1100*600*660mm 1350*600*620mm 1600*670*630mm
External Size 110*750*2250mm 1300*850*2200mm | 1500*760*2250mm | 1800*840*2275mm
(W*D*W)
Tested Opening Safety height <200mm
Max Opening 400mm
Inflow Velocity 0.53+0.025m/s
Down Flow Velocity 0.33+0.025m/s
Pre-Filter washable
HEPA Filter Two, 99.999% efficiency at 0.3um
Front Window Motorized, Two-layer laminated toughened glass 25mm
Noise EN12469<58dB/NSF49<61dB
Uv Lamp 20w*1 20w*1 30w*1 30w*1
Florescent Lamp 21w*1 21w*1 28w*1 35w*1
Consumption 1050w 1350w 1550w 1900w
Illumination =1000Lux
Water & Gas Tab Water tab*|; gas tap*l (optional)
Socket Two, total consumption:500w
Display LCD display
Control System Microprocessor
Air Flow System 0 Air recirculation. 100% Air Exhaust
Exhaust Duct 4-meter PVC duct, diameter:300mm
Material Work table: 304 stainless steel
Main body: Cold-rolled steel with anti-bacteria powder
Work Surface Height 750mm
Caster Universal wheel with brake and leveling feet
Power Supply 110/220V+10%50/60Hz
Standard Accessory Fluorescent lamp, UV lamp*2,Base stand, Remote control, Foot switch, Exhaust blower,
Exhaust duct, Drain valve, waterproof sockets
Optional Accessory Armrest, Airflow tester, Formalin fumigation sterilizer, infrared sterilizer
Gross Weight 350kg 360kg 440kg 470kg
Package | Main body | 1250*1050*1870mm | 1450*1050*1870mm | 1640*1050*1860mm | 1940*1050*1860mm
:’I(haust 1060*970*580mm 1060*970*580mm 1060*970*580mm 1060*970*580mm
ower
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