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LF 600 - LF 900 - LF 1200
VERTICAL LAMINAR AIR FLOW CABINET

-Suitable for applications across various pharmaceutical,
clinical and life sciences sectors

-Provides total protection for products or samples with HEPA
filtered air flowing in a vertical direction

Colour Tnur.:ﬁh Screen 7.0 inch Air speed
.Features and integrated :
i 1ol 3 Steps air speed control

mlcro;.:rccessolr contro . 50%. 75% & 100%
Motorized motion front window

: 0.53 m/sec. Down flow clean
made from UV-resistant tempered ali
glass
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ULPA Filter, providing 99.999%
efficiency for 012 um particles
(Optional)

Vertical Laminar Flow
] IS0 Class 5 (Class 100)

| HEPA Filter H14, providing 99.997% 253 nm Germicidal UV Lamp
efficiency for 0.3 um particles accompanied by a timer

3 Steps Air Speed Control

0.35my/sec ~ 0.53m/sec LED - White light

General specifications:

* Designed for energy efficiency to reduce power consumption

s Includes 253 nm Germicidal UV lamp within the working cabinet

*The front door can be fully closed to maintain cabinet cleanliness during non-use
periods and to prevent UV exposure during sterilization

* Prefilter positioned at the top to prolong HEPA filter's lifespan and reduce overall
operational costs

Model LF 600 LF 900 LF 1200
Class Biosafety Level 1 for Product Protection - 150 class 5 (class 100)
Air Flow Vertical Laminar Flow
Down-Flow 0.53 m/sec.
Filtration Mini Pleated HEPA
HEPA Filter H14 98.997% at 0.3 pym Particles
ULPA filter (Optional) / 99.999% for 0.12 um particles removal
Controller Microprocessor Control
Air Speed Control 3 Steps (50% - 75% - 100%)
] Interior Material - Medical-grade Stainless steel 304
Body Material Medical-grade Stainless steel 304
Sterilization 253 nm Germicidal UV Lamp with timer
..Safety -Dver Current Cut-Off
Plug configuration CEE 7/7 Socket or BS-1363
Electric power 220+10% VAC 50/60Hz 1Phase
Nominal power (watt) 330 570 830
L:E‘gfj'tg::;e“i“"s 55%47*47 cm 95*62*52 cm 125*72*52 cm
E;‘Egi:,“:g,i:;‘“"“""s 55*52*105 cm 95*68*125 cm 125*71*125 cm
Weight 53kg 78 kg 93 kg
Safety

« UV Lamp CUT-OFF when LED light is turned on
« Total time log usage

+ HEPA Filter replacement alarm

« CUT_OFF Fuse in over current
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