| BDS-1040D

W\:lel*7:NHel*d4d INCUBATOR

BDS-020 / BDS-035 / BDS-060 / BDS 104 / BDS 256

PID MICROPROCESSOR
CONTROLLER

The NS BIOTEC PID microprocessor controller is
designed to be user-friendly and excepticnally
easy to operate, featuring a large Dual LED Touch
Module. It offers real-time monitoring of temperature and process time for enhanced control. The
controller incorporates various functions, including adjustable alarm limits, acoustic alarm, timer and
precise PID temperature control.

Reliability is a hallmark of this controller, which meets EMC requirements (EN 50081-1) and adheres to
stringent safety standards (IEC 61010-1).

CONSTRUCTION DIFFERENT SIZES
All models feature construction using Incubators available in five
medical-grade stainless steel 304 for both different sizes:

internal chamber and external body 20L, 35L, 60L, 104L & 256L
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Equipped with a fuzzy-supported PID
microprocessor controller featuring an
integrated auto diagnostic system and fault
indication solid-state switching unit

Digital Touch Button display of all set
parameters such as temperature, time and
setup value

White LED light (Optional)

89:59

The temperature ranges from the ambient
temperature (Room Temperature) +5°C up
to 70°C Ideal for in vitro incubation of cell
cultures, tissue cultures and bacteria
cultures at 37°C

Comprehensive safety features include
acoustic and visual alarms, with automatic
heating shutdown triggered by any
deviation of 1.0°C above the set point

Digital timer capable of adjustment from
1 min to 99,59 hours

Ternperature Variation (time) | +/- °C | 0.1

S U A i

Readability / Stability °c | 0.1

Temperature Range RT +5 | =c Upto70

Controller PID

Display Touch Button i LED

Owver Temperature Indlcatc:r | Visual / Acoustic

Actual Temperature Dlspraywd[ ] Yes

Sensor Thermocouple [ Yes

Fan ! ] Yes

Door Gasket, Silicone Rubber [ Yes

Ventilation Slide | | Yes

Shelves St./Max 273 203 25 207 310
Shelf Dimensions (W*D) | mm | 365240 | 410°230 | 430°330 | G00*345 | 790*480
Nominal Power w | 125 175 218 330 450
_ﬁorﬁinal-ﬁc'-ttage ﬁange i v ] 85 - 242

Fre-*::u.n';-r'l-:::,fr Hz | 50/60

Inlet Fuses Ta | & | & 7 | w0 20
Exterior Dimensions (W*D*H) | mm | 475*360*390 540°420°600 560°520*650 760*560*750 | 9754720970
Interior Dimensions (W*D*H) | mm |3‘?5‘250‘206 420'250'340 | 440°350'390 610"375%54 | B00*520"615
Volume Wﬂrkung Chamber [ 20 35 =] 104 256
Net Weight kg | B | 2 % | 48 65
Shipping Weight K; | 5 0 36 53 75

These technical datas are specified for an amp'l.y :nh-.iru.-l'. and ambient temperature of 25° L,

':Ea:ch medel includes a fan that circulates a consistent flow of warm air
‘throughout the chamber, ensuring uniform ternparature distri but'im. ﬂﬂshﬂtuﬁa
[maintains the incubator's standard performance at all times.

DD model for incubators with double door

C model for cooling incubators

SH maodel for incubators with shaking device
CO, model for CO, incubators

WL
e Hlustrations in this pulblication include the spocial accessorics; we resorvo
10 imarke chinges in Lechnicel specilication dinvendion without sl notics

BIOTEC

The external body is crafted from special stainless steel 304, renowned for its scratch
resistance, hygienic properties, robustness and enduring durability. Its stylish and
attractive appearance is designed to last a lifetime, Moreover, stainless steel s fully
recyclable, contributing to emvironmental sustainability.




