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ODS-20 - ODS-35 - ODS-60 - ODS-104 - ODS-256
Accurate & Uniform Temperature Control

PID MICROPROCESSOR
CONTROLLER

The NS BIOTEC PID microprocessor controller is
designed to be user-friendly and exceptionally
easy to operate, featuring a large Dual LED Touch
Module. It offers real-time monitoring of temperature and process time for enhanced control. The
controller incorporates various functions, including adjustable alarm limits, acoustic alarm, timer and
precise PID temperature control.

Reliability is a hallmark of this controller, which meets EMC requirements (EN 50081-1) and adheres to
stringent safety standards (IEC 61010-1).

CONSTRUCTION DIFFERENT SIZES

All models feature construction using Ovens are available in five different
medical-grade stainless steel 304 for both sizes:

internal chamber and external body. 20L , 35L, 60L , 104L and 256L
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Constructed entirely from stainless steel ASTM
304, including the interior chamber, shelves
and external body.

Equipped with a fuzzy-supported PID
microprocessor controller featuring an
integrated auto diagnostic system and fault
indication solid-state switching unit
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Double insulation comprises rock wool and an
air gap in between inner chamber and
external body

General Features:

request up to 300°C

both hygiene and durability for a lifetime

Comprehensive safety features
include acoustic and visual alarms,
with automatic heating shutdown
triggered by any deviation of .0°C
above the set point

Digital timer capable of adjustment
from 1 min to 99.58 hours

Forced air models include an air
distribution fan to ensure uniform
temperature throughout the
chamber

* Temperature range extends up to 250° C for standard models, with the option to

* LED digital display provides clear readouts of temperature, time and setup values
* Cabinet constructed from corrosion-resistant and robust stainless steel 304, offering

The external body is crafted from special stainless steel 304, renowned for
its scratch resistance, hygienic properties, robustness and enduring
durability. Its stylish and attractive appearance is designed to last a
lifetime. Moreover, stainless steel is fully recyclable, contributing to

environmental sustainability.

Owver Temperature indicator
'Aw:tual Temp-eraturedisplayed[ oC |

Temperature Variation (time)  +L°C 1
.Ternperature Deviation ’ - ] 1
Readability / Stability wC 1
Temperature Range RT+5 | °C | Up to 250
Controller PID
Display | | LED

Wisual f Acoustic

Yes

Digital Timer Min/Hr 1 min. up to 99 hours 59 min.

‘Sensor Thermocouple I I Yes

Door gasket, Silicone rubber Yes

Ventilation slide | | Yes

Frequency Hz 50/&0

Mominal Voltage Range | v | B5-242

Inlet fuses A 128 124 154 224 258
Nominal Power |W.|'Fu=n| 800 | 1000 | 1200 2400 | 3950
Shelves PSLfMa x| 2/ I 23 - 25 2f7 1 3ho
Shelf Dimensions (W*D) | mm | 385230 | 410 * 230 | 430 * 330 450 *370 | 790 * 480

Exterior Dimensions (W D*H)

mm | 510*370%470 | 545*380%600 S570"520°660

650"650*880 975*720M070

Interior Dimensions [W*D*H) | mm |395*25m2¢s|420'250~m|440*350*390

460"397°S50  800*520%615

the Mustrations in this publication include the special accessordos, wo reserve the
1 fmake char i Reschimical dlscaticn dimenion wilhoul prios notice

BIOTEC

Volume Working Chamber L 20 35 &0 104 256
Net Weight  Ke 23 30 3 48 | 9
Shipping Weight Kg 25 34 a8 53 105




